
ProductProductProductProduct SpecificationSpecificationSpecificationSpecification
ItemItemItemItem Name:ProductName:ProductName:ProductName:Product Name:Name:Name:Name: 2.4G2.4G2.4G2.4G RGBWRGBWRGBWRGBW

LEDLEDLEDLED TouchingTouchingTouchingTouching RemoteRemoteRemoteRemote ControllerControllerControllerController

ItemItemItemItem NO:NO:NO:NO:

SummarizationSummarizationSummarizationSummarization

2.4G RGBW Controller, with RF Touch controller, they are designed for RGBW led strips



IIII .Technical.Technical.Technical.Technical ParametersParametersParametersParameters forforforfor controllerscontrollerscontrollerscontrollers

1. Working voltage:DC12V-24V

2. Output control: 4circuits(R/G/B/W)

3. Control current：6A/circuit

4. Connecting method: common anode

5. Dimension: 85mm×45mm×22mm

6. Receiving range:20-30meters

7.Standby Power Consumption:0.5W

II.II.II.II. TechnicalTechnicalTechnicalTechnical ParametersParametersParametersParameters forforforfor remotesremotesremotesremotes
1:Power supply: AAA*3pcs(4.5V)
2:Cover material:ABS
3: Fabrication processing: multi-colour printing & UV varnish
4. Dimension: 113×55×18mm
5.Standby Power Consumption:5uA
6.Radio Frequency: 2400-2483.5MHz

III.ControllerIII.ControllerIII.ControllerIII.Controller ExternalExternalExternalExternal DimensionDimensionDimensionDimension



IV.IV.IV.IV. FunctionsFunctionsFunctionsFunctions ofofofof KeysKeysKeysKeys

V.Programming(V.Programming(V.Programming(V.Programming(CCCCodeodeodeode CCCClearinglearinglearinglearing andandandand CCCCodeodeodeode MMMMatchingatchingatchingatching ))))

CodeCodeCodeCode MatchingMatchingMatchingMatching

For a new kit ( remote& controller), the remote can work only when it is programmed to the

controller.

Please follow the below instructions:

Confirm correctly connect the power supply, LED controller and LED load.

Press key 1 once within 3 seconds when power on again,the light will blink 3 times when it is

done

CodeCodeCodeCode ClearingClearingClearingClearing
The code can be cleared as needed.
The kit (remote and controller) will stay in the original state after code clearing,and it can work
when code matching is done.
Please follow the below instructions:
Confirm correctly connect the power supply, LED controller and LED load.
Press key 1 five times within 3 seconds when power on again, the light will blink 6 times when it
is done.



Attention:Attention:Attention:Attention:
1.The regular product for sale is a kit (remote and controller).
The user can re-programme freely as needed. One remote can control countless controllers, but
one controller can only be controlled by four remotes (Max).
2.Please check the battery installation and controller(totally discharge the power), when you
programme after switching off and switching on.

VI.TypicalVI.TypicalVI.TypicalVI.Typical ApplicationsApplicationsApplicationsApplications

VII.VII.VII.VII. AttentionAttentionAttentionAttention

1.Please check whether the input voltage of the constant voltage power supply is in accordance

with the controller, and please check the connection of both the cathode and anode, otherwise

the controller will be broken.

2.Please do not connect wires with power on.Please switch on only when it is in right connection

and no short circuit.

3.Please keep your figure off the touching ring when installing the batteries, to improve its

sensitivity, and use the remote (3 seconds later) after the installation.Please reinstall the batteries,

if the touching ring is found low-sensitivity.



4.Please do not use the controller in the place with widely range metal area or strong

electromagnetic wave nearby, otherwise, the remote distance will be seriously affected.


